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1. Originator 2. Log Date: 3. CCR i 4. Rev: | 5. Tel: 6. Off: | 7. Org.
Alexander Schuster 2 I % 79,.0/7_/ — x0519 MSSDEV

8. Title of Change: Turnover of XRP v3.1 (patch 1) to SMC for distribution to all sites

9. Originato quat e 10. Date: 11. Class 12. Type: 13. Need Date: 02/12/99
7SS 2y | A~ |ccn

14. Office Manager Signature 15. Date: 16. Date CCB 17. Category of | 1B. Priority:
N (( ,’/“ - By Decision Needed: Change: . Routine
) ~ ) (oo ?///// 7| 02/12/99 Update Baseline
19. Documentation/Drawings Impacted:Y 20. Schedule Impact: | 21. Cl(s) Affected: MLCI
910-TDA-003
914-TDA-044 REV02
609-CD-003-003

22. Release Affected: 23. Date due to 24. Impl. Date: 25. Effectivity of 26. Est.
2.0, Drop 4PX Customer: 02/26/99 Change: Cost None

N2/19/9Q

27. Source Reference:  [XINCR (attach) CActionitem [ ] GSFC CCR [OTech Ref. [[loOther:

28. Description of Change: (use additional Sheets if necessary)
Provide a new XRP-Il Site-Host Map report (NCR 17132) and correct bugs associated with XRP-II, version 3.1 (NCRs 17239,17243,
17479, 17212, 18061, 19680, and 19681). See attached and block 31 for details.

29. Proposed Solution: (use additional sheets if necessary)
Add the changes to the 4PL version of XRP-Il, v3.1, and deliver a full XRP system to the SMC as XRP-l| v3.1(patch 1) for distribution
to all sites.

30. Alternate Solution: {use additional sheets if necessary)
None.

31. Consequences if Change(s) are not approved: (use additional sheets if necessary)
NCR ECSed17132: The EDF cannot use XRP-Il instead of MS Access to generate Site-Host Map reports it needs.
NCR ECSed17239: Data can appear before col headings under certain page break conditions on a Hardware-Software Map. (con’t)

32. Does Change Affect Any of the following (Please Explain on additional sheet):
[_IMaintenance Training [JPerformance [JOperation Training [ JSafety [Service [JSupport [JTest
[Baseline (XRP) [ JY2K Compliance

33. Organization(s) Affected: XJcM [IClearcase SG [ ]Contracts [Jchief Eng [JFOS XmMmao
[Jao Rel Dev {JProcurement [ JRTSC [ISci. Data Eng [JSecurity
[sys. Dev. [XSys. Eng. [sys Vert Acpt [ ]Other

34. Site(s) Affected: [JEDF [mini-DAAC [OvaTc [KEDC [KIGSFC [JLaRc [XNsIDC [AIsMC [JAK [JupL
[1Jeoc [lother

35. Board Comments: 36. Work Assigned To:
37. Release Authorized (For CM Use Only): [ |Yes [JNo 38. CM Verified/Signature and Date
39. EDF/REL2 CCB Chair (Sign/Date): 40. Disposition: [JApp [JAp/C 41. ESDIS ERB Concurrence:
J % } | [CIDisApproved [ IWithdraw
2012199 CIFwd/ECS [Fwd/ESDIS
42, €cs CCB Chair (Sign/Date): 43. Disposition: App [] AcC |:] 44, CCR Closed Date:
DisApproved[ | Withdraw[ ]

CMO1 August 27, 1998 ECS/EDF/REL2 CCB
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ADDITIONAL SHEET P% 2 / =

CCR #: 77fO[Z{ Rev: —— Originator: Alexander Schuster
Telephone: 925-0519 Office: MSS Devt

Title of Change: Tumover of XRP v3.1 (patch 1) to SMC for distribution to all sites

28. Description of Change:

XRP-II’s Site-Host Map report format has been expanded to accommodate VATC, VATC (SMC), mini-DAAC, and mini-DAAC
(SMC) data, and formatting revisions have been included in XRP-II's Hardware-Software Map, Indented Bill of Materials, and
Baselined Documents reports. Also, a problem precluding creation of EIN item interrelationships has been fixed. Some of these
changes were slated for delivery as part of Drop 5A, but they are wanted by the baseline data deployment team now.

31. Consequences if Changes are not Approved:

NCR ECSed17243: One of two indented bill of material reports cannot be used since it prints more lines than fit on a page.
NCR ECS8ed17479: Document numbers used for identifying baseline reports posted to the Web would be labelled as "Notes" in
published reports.

NCR ECSed17212: No significant consequence anticipated.

NCR ECSed18061: Data that associates inventory items with one another cannot be displayed.

NCR ECSed19680: Cannot use the database backup capability provided by XRP's underlying DBMS, Unify.

NCR ECSed19681: XRP will not call the right file to backup the XRP database.

32. This patch should be used for Acceptance testing in lieu of the version initially delivered for 4PL.
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